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Report Overview

THE HOUSE IN PERSPECTIVE

Thisis 41 year olddetachedhouse with arawl spacesd garage As with all homes, ongoing maintenance is required and
improvements to the systems of the home will be needed over time.
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CONVENTIONS USED IN THIS REPORT

For your convenience, the following conventions have been used in this report.
Action:

P=Provide: Add or implement. Was probably required by construction codes when the home was built. May be
required in order to receive a Certificate of Occupancy.

R=Repair or Replace: A system or component which is missing or which needs corrective action to assure
proper and reliable function.

F=Further Evaluation Required: A system or component which requires expert analysis by a specialist.
I=Improve: Recommended but not a priority. Probably required by modern construction codes but was not
required when the home was built.

M=Monitor: Suggests monitoring in order to determine if repairs are necessary.

Urgency:

I=Priority: Should be addressed immediately.

U=Unpredictable: Uncertain operability or condition.

R=Recommend: Suggested but not a priority; should be addressed but not required immediately.
M=Maintenance: Normal maintenance procedures should be applied.

D=Discretionary: Not immediately required; may be considered optional.

In the form:

Action-Urgency
(Photos below)
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THE SCOPE OF THE INSPECTION

All components designated for inspection in the ASHI® Standards of Practice and/or NJ Standards of Practice
NJAC 13:40-15.16ar e i nspected, except as may be noted in t
report.

It is the goal of the inspection to put a home buyer in a better position to make a buying decision. Not all
improvements will be identified during this inspection. Unexpected repairs should still be anticipated. The
inspection should not be considered a guarantee or warranty of any kind.

This inspection is visual only. A representative sample of building components are viewed in areas that are
accessible at the time of the inspection. No destructive testing or dismantling of building components is
performed.

Please refer to the pre-inspection contract for a full explanation of the scope of the inspection.

Also, all notations to code-based dimensions, quantities, etc. are based on NJ UCC (Uniform Construction Code)
requirements. However, current NJ UCC code requirements may not have been in place when the building was
constructed.

WEATHER CONDITIONS
Weather conditions of 95 degrees F. and dry at the time of the inspection.

RECENT WEATHER CONDITIONS
Dry weather has been experienced in the days leading up to the inspection.
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STRUCTURE

STRUCTURE OBSERVATIONS
RECOMMENDATIONS / OBSERVATIONS:

1) RemoveRecommend:

There is evidence of recent termite activity in the crawl space as indicated by the shelter tubes founshircevetdr along
the joists and sill plates. A treatment is required. Otherwise extensive damage can be expected to structural wood members
from termite damage. This also indicates that latent/existing damage may exist that is currently concealed.
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2) Monitor-Recommend:

There is a horizontal crack on the right crawl space block wall that should be monitored. It does not represent a structural
deficiency currently as it is |l ess than ftewalwhicdwwalldh and do
indicate potential structural failure of the wall. The crack is probably due to soil pressure and/or hydrostatic presthee fro
exterior. The crack should be monitored. If the width continues to grow (widen) and/or the wallinveasesthen the wall
will need to be reinforced in this area to prevent failure.
A =
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Foundation Type

Floor Construction

Exterior Wall Construction

Engineered | beams

[ IPoured Concrete XJoists [ IMasonry

}XIMasonry Block [ |Trusses }X]Wood Frame

[ IMasonry Brick [_]Concrete [ ]Wood Frame, Brick
Veneer

[ |Stone Not Visible [ Log

Post and Beam

LIMITATIONS OF STRUCTURE INSPECTION

Configuration
| |Basement Roof and Ceiling Frame
[<]Crawl Space I<IRafters/Roof Joists
|_[Slab-on-Grade |_|Trusses
[INot Visible
Restricted/Limited | Inspected | Entered | No Finished/Concealed NOTES:
Access Areas From but Access :
Access Access Crawl Space walls covered
Hatch was with insulation
Only limited _
Crawl Space ] ] ] ]
Basement L L L L_|
Knee Wall Areas L L | L L |
Garage L] L] L] X

As we have discussed and as described in your inspection contract, this is a visual inspection limited in scope by

(but not restricted to) the following conditions:
e Structural components concealed behind finished surfaces could not be inspected.
Only a representative sampling of visible structural components were inspected.

[ ]
e Furniture and/or storage restricted access to some structural components.
e Engineering or architectural services such as calculation of structural capacities, adequacy, or integrity are

not part of a home inspection.

Please also refer to the pre-inspection contract for a detailed explanation of the scope of this inspection.
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ROOFING

ROOFING OBSERVATIONS

RECOMMENDATIONS / OBSERVATIONS:

3) ImproveRecommend:

he rear/l eft plumbing vent stack is poorly |l ocated. It sh
06 in order to ke andhedlth issy@')'sersgasesdronnm\termgtheb\dm.

,

Plumbing vent clearances

N

3 feet above

3 to 6 feet from
ble d
/_’ property line °‘§r3wninw°§'s

\\\\

7 feet
above
decks

same elevation

— 10 to 12 feet
i from doors and
U windows at the

4

Y -

C

7 to 10 feet
above grade

4) ImproveRecommend:

TheBvent that serves the furnace and water heater is improp
the point it penetrates the roof covering. Iteximity to the adjacent wall is also a concern. This may cause poor drafting and

affect the operation of the furnace and/or water heater. Consider hiring a heating cotuttaaterthe vent properly

configured.

Chimney height

3 feet (minimum) for the chimney
metal chimneys
serving wood
burning appliances

-
i
— 2 feet (min.)
2 feet (mlnlmum) for higher than anything
"L" and "B" vents within a 10' radius
(horizontally) from
!
—
[P

I
* "
minimums can be lower in I
some jurisdictions under I T T T T
I
T

some circumstances T | I |
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Asphalt/ EPDM Slate Concrete/ Asbestos Metal Corrqgated Built Roll Modified PVC/
Fiberglass Clay Cement Plastic Up Roofing/ | Bitumen | EPD
Mineral M
Surface
Main X U] U] ] ] L] L] L] L] L] L]
Slope
Second || || || L | L | | L L | | | L
Third | L L L | L | | | | || | L
Main Flat | | || L L | L | L | | | L L
Second || || || L | L | | L L | | | L
Dormer(s) : : : : : : : : : : :
Bay(s) [ ] [ ] [ ] ] ] [ ] ] [ ] [ ] ] [ |
Porch(es) || || || | | L | L | L L | | |
Garage X [ ] [ ] [ ] || N L L | L | L L |
CHIMNEY(S): [COIMetal O ] [OMasonry [m] O OMutual paEa” DOAbandoned DNOHG
Wood Stucco Over Metal Cement Masonry Removed
Over Over Asbestos
Metal Metal
ROOF [Binoculars [}
INSPECTION Ladder | X
BY: at Edge | Walking
On
INSPECTION [} CINo OFragile [Slope [} CGravel [} [}
LIMITED BY: Snow/Ice/Wet Height Access Solar Trees | Another
Panels Building

LIMITATIONS OF ROOFING INSPECTION

As we have discussed and as described in your inspection contract, this is a visual inspection limited in scope by
(but not restricted to) the following conditions:
e Not all of the underside of the roof sheathing is inspected for evidence of leaks.
e Evidence of prior leaks may be disguised by interior finishes.
e Estimates of remaining roof life are approximations only and do not preclude the possibility of leakage.
Leakage can develop at any time and may depend on rain intensity, wind direction, ice build up, and other

factors.

e Antennae, chimney/flue interiors which are not readily accessible are not inspected and could require repair.
e Roof inspection may be limited by access, condition, weather, or other safety concerns.

Please also refer to the pre-inspection contract for a detailed explanation of the scope of this inspection.
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EXTERIOR

EXTERIOR OBSERVATIONS

RECOMMENDATIONS / OBSERVATIONS:

5) RepairRecommend:

The photocell on the exterior front (garage) light has become detached and needsinstb#e® for electrical and fire
safety.

6) ReplaceRecommend:

There is a sectioaf siding/trim (right/upper) that is missing and should béstened to the house framing to prevent further
wall envelope and potential structural damage from water.
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